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 PROJECT:
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 ARCHITECT:

 CONTRACTOR:
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MODEL AX-4054-MB
ADJUSTABLE EXT. ALUMINUM LOUVER

with Mounting Flange for Metal Building
4" Storm Baffled 45° Blade

Frame Depth
4" (100mm)

Removable Insect
or Bird ScreenCaulking Slot 3/16" (5mm)

1/8" Clr.
(3mm)

Opening Dimension

*Opening Width
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Screen Frame, Extruded
6063-T5 Aluminum,
.050" Wall Thickness
Mounted with #8 x 1/2"
Hex Washer Head
TEKS 2 Plated
Screws @ 24" O.C.

Self-lubricating
Nylon Bearings
With Aluminum
Pins @ Blade
Pivots

Control Chain
(Length can vary)

Removable Bird
Screen 1/2" Mesh,
.063"Aluminum Wire

FRONT ELEVATION

TYPICAL JAMB

TYPICAL VERTICAL SECTION

Blade Stop

Blade Pivot

Pull Ring
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Blade in Closed
Position

Operating Rod and
Blade Linkage

Adjustable
Louver Blade,
Extruded 6063-T5
Aluminum, .081"
Wall Thickness

Removable
Bird Screen
(Partially
Shown fo
Clarity)
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Chain Keeper
(Shipped loose for
Alternate Mounting)

Panel Width

TYPICAL JOIN

Opertating Rod and Blade
Linkage @ Panel Center Line

Operating
Linkage @
Rear

Positive Closure
Spring

Expansion Joint
@ Interlocking
 Mullion

Channel Frame,
Extruded 6063-T5
Aluminum, .081"
Wall Thickness

Panel Rib

Jamb Mounting
Flange, Formed
(.080") Aluminum

D"

Head Mounting
Flange,
Formed (.080)
Aluminum

C"Panel Rib

Drip Lip

Sill Mounting Flange,
Formed 18 Ga. (.080")
Aluminum
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1-1/2" (38mm)
Mounting Flange

C" D"

Required Information


