Insect Screen

(Typ. Front and Rear)
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Removable Mullion Cover
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TYPICAL HORIZONTAL SECTION

Water Down \

Spout Sealed
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Panel Width

Opening Dimension

(EXTERIOR)

@ Sill

*Opening Width

Opening Dimension

Louver Blades

3-3/8" (85mm)

Blade Face

(EXTERIOR)

*Opening Height
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|_Frame Depth__|
= 4" (100mm)
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Channel Frame,
Extruded 6063-T5
| Aluminum, .081"
Wall Thickness

Fixed Drainable
Louver Blade

| T Extruded 6063-T5

Aluminum, .081"
Wall Thickness

Removable insect
Screen 18x16 mesh
Aluminum Wire
(ship loose)

L Blade Gutter

Water
Downspout

Screen Frame,
Rolled Aluminum,

Wall Thickness
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—=]|=—1/8" Clr. (3mm)

*Actual net louver size will be
1/4" under Opening Dimensions.

FRONT ELEVATION

Opening Sift
(ref.)

Screen Mounting
Screws, #8 x1/2"
Hex Washer Head
TEKS 2 Plated

@ 24" O.C.

TYPICAL VERTICAL SECTION

PROJECT:

LOCATION:

ARCHITECT:

CONTRACTOR:

CUSTOMER:

DATE:

amca

BROCHURE: JULY 07

INFORMATION IS SUBJECT TO CHANGE WITHOUT NOTICE OR OBLIGATION.




