
L  &  L L&L LOUVERS INC.
12355 DOHERTY STREET
RIVERSIDE, CA. 92503
(951) 735-9300 FAX:(951)735-4628
E-MAIL: info@louver1.com

 PROJECT:

 LOCATION:

 ARCHITECT:

 CONTRACTOR:

 CUSTOMER:  DATE:

MODEL AG-4054-L
FORMED STEEL LOUVER

4" Adjustable (Lever Operated) 45° Blade

Frame Depth
4" (100mm)

Removable Insect
or Bird Screen

Mullion Cover
(Front and Rear)

Frame Face 1-1/2" (38mm)

Panel Width

Opening Dimension
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*Actual net louver size will be
1/4" under Opening Dimensions.

Opening
Jamb
(ref.)

Opening Sill
(ref.)

Opening Head
(ref.)
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Screen Frame,
Folded 24 GA. (.024")
Zinc-coated Steel
Mounted with
#8 x 1/2" Hex
Washer Head
TEKS 2 Plated
Screws @ 24" O.C.

Self-lubricating
Bronze bearings
and Steel Pins
@ All Blade Pivots

Lever Mechanism
(in Jamb Frame)

Channel Frame,
Formed 18 Ga. (.050)
Zinc-coated Steel

Removable Bird
Screen 1/2" Mesh,
18 Ga. (.050")
Zinc-coated
Steel Wire

FRONT ELEVATION

TYPICAL HORIZONTAL SECTION

TYPICAL VERTICAL SECTION

Blade Stop Blade Pivot Lever
Mechanism
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Blade in Closed
Position

Operating Arm and
Blade Linkage
(In Jamb Frame)

Adjustable
Louver Blade
Formed 18 Ga. (.050)
Zinc-coated Steel

Removable Bird Screen
(Partially Shown for Clarity)

(EXTERIOR)

(E
X

T
E

R
IO

R
)


