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MODEL G-6-AC
FORMED STEEL ACOUSTICAL LOUVER

6" Fixed Insulated Para-Blade 45° Blade

Frame Depth
6" (150mm)

LOUVER
BLADES

Removable Insect
or Bird Screen

Mullion Cover
(Typ. Front and Rear)

Frame Face 3/4" (19mm)

Panel Width
1/8"Clr.
(3mm)

Opening Dimension
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*Actual net louver size will be
1/4" under Opening Dimensions.
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Formed 18 GA. (.050)
Zinc-coated Steel

Perforated Blade
Face (Noise Side)
Formed (.040")
Thick Aluminum

Screen Mounting
Screws, #8 x1/2"
Hex Washer Head
TEKS 2 Plated
@ 24" O.C.

Screen Frame,
Folded 24 Ga. (.024")
Zinc-coated Steel

Removable Bird
Screen 1/2" Mesh,
19 Ga. (.042")
Zinc-coated
Steel Wire

FRONT ELEVATION

TYPICAL HORIZONTAL SECTION

TYPICAL VERTICAL SECTION
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Acoustcal Material
Fiberglass Type 703
Insulation @ 3.0 PFC
Density

Solid Blade
Face (Air Side)
Formed 18 GA. (.048")
Zinc-coated Steel

Opening Sill
(ref.)

Opening Head
(ref.)


