L&L

LOUVERS

L&L LOUVERS INC.

12355 DOHERTY STREET
RIVERSIDE, CA. 92503

(951) 735-9300 FAX:(951)735-4628
E-MAIL: info@louveri.com

MODEL FX-2054-F

FIXED EXTRUDED ALUMINUM LOUVER
Flanged Frame, 2" Storm Baffeld 45° Blade

Removable Insect
or Bird Screen

LOUVER
BLADES -

__1/8°Clr.

(3mm)

Opening Dimension

(EXTERIOR)

TYPICAL HORIZONTAL SECTION

*Opening Width

*Actual net louver size will be
1/4" under Opening Dimensions.

FRONT ELEVATION

Mitred and
Reinforced
Corners

*Opening Height

Opening Dimension

(EXTERIOR)

(19mm)

Blade Face

Louver Blades
2-1/2" (64mm) O.C.

Flanged Frame,
Extruded 6063-T5
Aluminum, .063"
Wall Thickness

Fixed Baffled
Louver Blade
Extruded 6063-T5

Aluminum, .063"
Wall Thickness

— Water Baffle

1| _Frame Depth

2" (50mm)

Removable Bird
™ Screen 1/2" Mesh,
.063" Aluminum Wire

Screen Frame,
Extruded 6063-T5
Aluminum, .050"
Wall Thickness

Opening Silt
(ret.)

Screen Mounting
Screws, #8 x1/2"
Hex Washer Head
TEKS 2 Plated

@ 24" O.C.

TYPICAL VERTICAL SECTION

PROJECT:

LOCATION:

ARCHITECT:

CONTRACTOR:

CUSTOMER:

DATE:

amca

BROCHURE: JULY 07

INFORMATION IS SUBJECT TO CHANGE WITHOUT NOTICE OR OBLIGATION.




